
Bil!,L OF QUANTJT[ES FOR SPRINKLER WORK 

II LOCATION:- IDLI.COM Ahemdabad Food Court I 

SR. NO. DESCRIPTION UNIT QTY. Remarks 

Providing, Laying. Jointing & Testing of Pipes for 

I 
Sprinkler System • G.I Pipe confirming JS Codes 

Class 'C' Heavy Pipe & with neccs.wy suppon & 

nnchorc f~tcning from slub. -
IL 25 mm dia Rft. so 

' / <,,,,..---

40 mm dla Rft. 25 V 
( 

C. \. 

I 
d. 50 mm dia Rft. 4 \.. I--- r" 

2 Synthetic Ennmcl Paint --
2S mm dia Rft. so / 

7 
a. -
C. 40mmdia Rft. 25 \ ./" ---
d 50 mm dia Rft. 4 I ~ 

3 Providing & Fixing of Butterfly Valve. -
b. SO mm dia No. I ,/ <' 

Providing & Fixing C.P. Brass 79 dcgree(QR) 

Quartzoid Bulb Sprinklers. Make : Tyco/ viking 

7 
temp rating standard coverage discharge coefficent 

k- 6.6 quick response UL listed & EN approved for 

high temperature area in Kitchen tcmprating shall 
~ be 79degree c (QR) 

a. Pendant Type No. 4 L 

8 Flexible Sprinkler Drop. ~ 
'-~ 

T 

a 25mm No. 4 

~~tJ 
1 /t!Lft;l-(1 

~, iHt,~\ 
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