
Evota :4k All – IN – ONE USB CAMERA 

 

 

 

Camera 
Video System 4k@30fps, 1080@30fps, 720@fps, 

Sensor ½.5inch,CMOS, 8.51M Pixel 

Lens 
121°(DFOV), 110°(HFOV), 5x Digital Zoom, 
Pan/TilT ±15° 

PTZ 
MPT + EPTZ 
 

Digital Noise Reduction 2D & 3D Digital noise Reduction 

Video S/N 
≥55Db 
 

Backlight Compesation  Support 

Audio 
Full Frequency Speaker 96Db SPL in the case of 0.5 meter 

Microphone Array 
Beamforming microphone, pick up distance 
upto 6 meters 

Extended Mic Supported (Optional) 

USB Features 

Connection Type 
USB 3.0, downwards compatible with USB 
2.0 

Video Compression MJPEG/YUY2 

USB Communication protocol UVC 1.1 – 1.5 

UVC PTZ Control support 

Input/output Interface 
HD Output 1Xhdmi, Version 1.4b 

USB Interface 

1x USB 3.0, Type C 
 
1x USB 2.0, Type A 

Power Jack DC 12v, 2A (Max) 



Generic Specification 
Control Method 2.4G Remote Controller 

Installation Method Desktop, wall, Tv and others 

Operating Temperature 0°c - 40°c 

Storage Temperature -40°c - 60°c 

Dimension 
600mm x 115mm x 135mm (holder 
included) 

Net Weight 2.5Kg 

 


